FRAME AND LID BY OTHERS, LOAD TO BE

DISTRIBUTED TO CONCRETE FOUNDATION
PIPE O.D.

e

CONCRETE FOUNDATION (BY OTHERS),
REINFORCING AS SPECIFIED BY DESIGN
ENGINEER

12" (300 mm) MIN. FOR
| 8"-24" (200-600 mm)
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12"-24" (200-600 mm)
HDPE PIPE
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HDPE PIPE SECTION

(SIZE AS SPECIFIED) NOMINAL I.D. PIPE O.D. "X"
12" [300mm] 14.6" [371mm]
15" [375mm] 17.8" [452mm]
18" [450mm] 21.5" [538mm]
24" [600mm] 28.2" [716mm]

NOTES:

PLEASE REFERENCE TO PRINSCO'S
INSTALLATION GUIDE FOR PROPER
TRENCH AND BACKFILL INSTRUCTIONS.

TITLE:
THIS DETAIL DEPICTS RECOMMENDED INSTALLATION PRACTICES AND IS NOT INTENDED TO SUPERSEDE ANY NATIONAL, STATE OR LOCAL ° _
SPECIFICATIONS. PRINSCO BEARS NO RESPONSIBILITY FOR ANY ALTERATIONS, REVISION AND/OR DEVIATION FROM THIS STANDARD VJIT_lT\AL6I;rHM?ﬂT5(E\IZEO1 HDPE PIPE - ACCESS RISER INSTALLATION
DETAIL. PRINSCO HAS NOT PERFORMED ANY ENGINEERING OR DESIGN SERVICE FOR THIS PROJECT. THE DESIGN ENGINEER SHALL PRI Nsco YV
REVIEW THESE DETAILS PRIOR TO CONSTRUCTION TO VERIFY SUITABILITY. © PRINSCO, INC. WWW.prinsco.com
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