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UNDISTURBED SOIL SUITABLE FOUNDATION

TYPE 1:
ANCHORS

NOTES:

*ANCHORS: EARTH ANCHOR DESIGNS VARY. THE
PROJECT ENGINEER SHALL SPECIFY THE ANCHOR
DESIGN BASED ON LOADING AND SOIL CONDITIONS
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GEOTEXTILE
WRAP

SUITABLE FOUNDATION

UNDISTURBED
SOIL

TYPE 2:
GEOTEXTILE WRAP

THIS DETAIL DEPICTS RECOMMENDED INSTALLATION PRACTICES AND IS NOT INTENDED TO SUPERSEDE ANY NATIONAL, STATE OR LOCAL
SPECIFICATIONS. PRINSCO BEARS NO RESPONSIBILITY FOR ANY ALTERATIONS, REVISION AND/OR DEVIATION FROM THIS STANDARD
DETAIL. PRINSCO HAS NOT PERFORMED ANY ENGINEERING OR DESIGN SERVICE FOR THIS PROJECT. THE DESIGN ENGINEER SHALL
REVIEW THESE DETAILS PRIOR TO CONSTRUCTION TO VERIFY SUITABILITY. © PRINSCO, INC.

1717 16TH ST. NE """ HDPE PIPE - INSTALLATION - PIPE ANCHORING
WILLMAR, MN 56201

WWW.prinsco.com
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