
FDOT Approved Prinsco Facilities and Products

Prinsco, Inc - Valdosta, GA
Product Name Standard Spec. Spec. Title

Goldpro Storm® AASHTO M330 - Class II, Type S/SP, Range I Class II Corrugated Polypropylene Pipe, Type S/SP, Range I (12-21")

Goldpro Storm® AASHTO M330 - Class II, Type S/SP, Range II Class II Corrugated Polypropylene Pipe, Type S/SP, Range II (24-42")

Goldpro Storm® AASHTO M330 - Class II, Type S/SP, Range III Class II Corrugated Polypropylene Pipe, Type S/SP, Range III (48-60")

Goldpro Storm® AASHTO M330 - Class II, Type S, Range I, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range I (12-21"), Wall Zone

Goldpro Storm® AASHTO M330 - Class II, Type S, Range II, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range II (24-42"), Wall Zone

Goldpro Storm® AASHTO M330 - Class II, Type S, Range III, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range III (48-60"), Wall Zone

Prinsco, Inc - Chatsworth, IL
Product Name Standard Spec. Spec. Title

Goldflo® AASHTO M294V - Class I, Type S/SP, Range I Class I Corrugated HDPE Pipe, Type S/SP, Range I (12-21")

Goldflo® AASHTO M294V - Class I, Type S/SP, Range II Class I Corrugated HDPE Pipe, Type S/SP, Range II (24-42")

Goldflo® AASHTO M294V - Class I, Type S/SP, Range III Class I Corrugated HDPE Pipe, Type S/SP, Range III (48-60")

Goldpro Storm® AASHTO M330 - Class I, Type S/SP, Range I Class I Corrugated Polypropylene Pipe, Type S/SP, Range I (12-21")

Goldpro Storm® AASHTO M330 - Class I, Type S/SP, Range II Class I Corrugated Polypropylene Pipe, Type S/SP, Range II (24-42")

Goldpro Storm® AASHTO M330 - Class I, Type S/SP, Range III Class I Corrugated Polypropylene Pipe, Type S/SP, Range III (48-60")

Goldpro Storm® AASHTO M330 - Class II, Type S/SP, Range I Class II Corrugated Polypropylene Pipe, Type S/SP, Range I (12-21")

Goldpro Storm® AASHTO M330 - Class II, Type S/SP/D, Range II Class II Corrugated Polypropylene Pipe, Type S/SP/D, Range II (24-42")

Goldpro Storm® AASHTO M330 - Class II, Type S, Range I, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range I (12-21"), Wall Zone

Goldpro Storm® AASHTO M330 - Class II, Type S, Range II, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range II (24-42"), Wall Zone

Goldpro Storm® AASHTO M330 - Class II, Type S, Range III, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range III (48-60"), Wall Zone

Prinsco, Inc - Prinsburg, MN
Product Name Standard Spec. Spec. Title

Goldflo® AASHTO M294V - Class I, Type S/SP, Range I Class I Corrugated HDPE Pipe, Type S/SP, Range I (12-21")

Goldflo® AASHTO M294V - Class I, Type S/SP, Range II Class I Corrugated HDPE Pipe, Type S/SP, Range II (24-42")

Goldflo® AASHTO M294V - Class I, Type S/SP, Range III Class I Corrugated HDPE Pipe, Type S/SP, Range III (48-60")

Goldpro Storm® AASHTO M330 - Class I, Type S/SP, Range I Class I Corrugated Polypropylene Pipe, Type S/SP, Range I (12-21")

Goldpro Storm® AASHTO M330 - Class I, Type S/SP, Range II Class I Corrugated Polypropylene Pipe, Type S/SP, Range II (24-42")

Goldpro Storm® AASHTO M330 - Class I, Type S/SP, Range III Class I Corrugated Polypropylene Pipe, Type S/SP, Range III (48-60")

Goldpro Storm® AASHTO M330 - Class II, Type S/SP, Range I Class II Corrugated Polypropylene Pipe, Type S/SP, Range I (12-21")

Goldpro Storm® AASHTO M330 - Class II, Type S/SP, Range II Class II Corrugated Polypropylene Pipe, Type S/SP, Range II (24-42")

Goldpro Storm® AASHTO M330 - Class II, Type S/SP, Range III Class II Corrugated Polypropylene Pipe, Type S/SP, Range III (48-60")

Goldpro Storm® AASHTO M330 - Class II, Type S, Range I, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range I (12-21"), Wall Zone

Goldpro Storm® AASHTO M330 - Class II, Type S, Range II, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range II (24-42"), Wall Zone

Goldpro Storm® AASHTO M330 - Class II, Type S, Range III, Wall Zone Class II Corrugated Polypropylene Pipe, Type S, Range III (48-60"), Wall Zone
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