‘CONFORN TO THE REQUIREMENTS OF ASTM F2418. HS290 CHANBERS SHALL BE INSTALLED IN ACCORDANCE
T THE MANUFACTURER'S LATEST INSTALLATION GUIDELINES.

2 SUBGRADE: TRENCH BOTTONS WITH UNSTABLE OR UNYIELDING MATERIAL SHALL BE EXCAVATED TOA
DEPTH DIRECTED 8Y THE ENGINEER AND REPLAGED WITH SUITABLE MATERIAL FOR UNSTABLE MATERIALS,
GEOTEXTILE MAY BE USED T0 51 TTOM. IF DRECTED BY THE ENGINEER. THE DESIGN
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THAN 24 INCIHES (300 OF THE CHANBER. GONPACT TO A MINMUM
OF 554 STANDARD PROCTOR DENSITY.

7.FINAL BAGKFILL: SUITABLE MATERIALS SHALL BE ANY SOIL DIRECTED BY THE ENGINEER.
TINAL BACKFILL SHALL EXTEND FROM TOP OF INITIAL BACKFILL TO NO MORE THAN 7
FEET (21 m) ABOVE THE 0P OF THE CHANSER. COMPACTIONLEVELS SHOULD FOLLOW
ENGINEERS RECOMMENDATIONS:

8 MINUM COVER: FOR TRAFFIC APPLICATIONS A MININUM COVER OF 24 INCHES
600 mm) 1S REQUIRED, NEASURED FR( 0P OF THE CHAVBER TOTHE BOTTOM OF
FLEXIELE PAVEMENT R TO THE TOP OF RIGID PAVEMENT. FOR UNPAVED
INSTALLATIONS WHERE RUTTING NAY OCCUR, INCREASE COVER'TO 30 INCHES (750 )

ABILIZE THE TRENCH O

ENGINEER IS RESPONSIBLE FOR VERIFVING SUBGRADE SUTABILITY WITH CONSIDERATION FOR THE RANGE.
(OF EXPECTED SOIL MOISTURE CONDITIONS.

5. GEOTEXTILE: AN AASHTO M288 CLASS 2 OR 3 NON-WOVEN GEOTEXTILE SHOULD BE USED FOR EMBEDVENT
SACKFILL MATERIAL 54 T02 NGH (1051 i) GEOTEXTIS FLTER FRIC 3 PLACED AROUTD THe SYSTE
S SUTABLE W N STU SOLS A GEOTECHNICAL ENGNEER SHOULD B CONSULTE

B 210CH 1951 ).
"STONE, O ARSHTOALAS SIZES (3 537,675 56 &1) T CLEA, CRUSHED, ANGULAR STORE ADDED 1O
THE GRADATION o 3. CLEAN, GRUSHED, ANGULAR #3 (VASHTO 143) STONE. GOMPACTION SHOULD B2 DONE
LTS OF OGRS THANS NCHES 230 THE TEDESIO CNGHEER 5 ESPONSBLE FOR ASSESSING

E ALLOWABLE SEARING CAPACITY OF TH SUBK D CETERMINING THE FOUNATION STO

THICKNESS, REFER TO PRINGCOS HOROSTOR DESIGN GUIDE SECTION 1 FOR ADDITIONAL GUIDANGE.

5 EMBEDMENT BACKFIL: SUITABLE MATERIAL SHALL BE A 3 -2 NCH (10-51 ) CLEAN, CRUSHED.
"ANGULAR STONE. OR ARSHTO M3 SZES (. 357 4. 467 . 6, 57)WITH CLEAN, CRUSHED, ANGULAR STONE

9. MAXIMUM COVER: A COVER HEIGHT OF OVER 7 FEET (2.4 m) 1S NOT RECOMMENDED.
GOVER EGHT I MEASURED FROMTHE ToP OF THE HAMDER T0 TH T0P O RGID
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1 A4 (100 mn) VENT TUBE MAY BE CONNEGTED THROUGH A CORED HOLE, CENTERED
‘ON AVALLEY BETWEEN () TWO CORRUGATIONS.
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5 ALLPVC FITTINGS TO BE SOLVENT CENENTED.

4.V HAY BE EITHER SOR 35 r SCH 40.
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AB0ED T THE GRADATION . CLEAN,CRUSHED,ANGULR 1 AUSHTO) STONE. ENBEouENT PAVEMENT OR BITTOM OF FLEXIBLE PAVEME -] N N o
e T 10,LOAD RATING: H5250 CHAMBERS ARE TRAFFIC RATED FOR .20 VEHICLES WITH 5.PVC PIPE AY BE SOLID OR PERFORATED PER ENGINEER. AR PeFoRATED GOXOFLOWT BT Sl bas LocATED AT
e T e O AL REF A 0 b 55 oo e e e
R (OB RATNG (seiic SO TR 6 CORE HOLE 628AS FOLLOWE: (100 T 1O (128
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nores:
1.SGOUR PROTECTION SHOULD USE A WOVEN GEOTEXTIL
'GEOTEXTILE SHOULD MEET AASHTO V288 CLASS 1 SPECIFICATION.

THE INLET MANIFOLD.

s 1

1.REFERTO TABLE 1 FOR DETALS,

EE, QWIKSEAL
EGUVALE
'SLIDING INTO THE GHAMBER. ALL PVC FITTINGS TO BE SOLVENT CEMENTED.

5 HOLES SHOULD BE CUT WITH A HOLE SAW, ALTHOUGH A RECIPROCATING SAN WAY BE
'NEEDED FOR 6 AND & HOLES ON THIS CHAMBER, IF NEEDED, START WITH SWALLER HOLE AND.
'SLOWLY CUT OUT MORE EVENLY FROM SIDES UNTIL TIGHT FI OF CONNECTION IN HOLE.

PVCBELL
‘CONNECTION DETALL

Lev oF
‘CONNECTION DETAIL

CONFORM TO THE REQUIREENTS OF ASTAY F2418. HS290 CHAMBERS SHALL BE INSTALLED IN t Sveten
e nes

2 GEOTEXTILE: TWO DIFFERENT GEOTEXTILES WILL BE USED IN CREATING A FUNCTIONING SEDIMENT RO
O ENSURE FABRIC 5 SUITABLE WITH IN STU SOLS, A GEOTECHNICAL ENGINEER SHOULD BE CONSULTED,
PREVENT NATIVE SOIL FROM MIGRATING INTO THE EMBEDWENT SACKFILL MATERIAL TO ENSURE FABRIC S
SUNABLE WITH I SITU SOILS. A GEOTECHNICAL ENGINEER SHOULD BE CONSULTED.
- TWO LAYERS OF AN ARSHTO M26B CLASS 1 WOVEN FABRIC S PLACED BETWEEN THE FOUNDATION AND THE
GHAMDER FOR THE CREATON O THE SEDIWENT ROMW. TV THO LAYERS PROVIDE A PROTCGTIE DARRER
‘GEGTENTILE 15 DURABLE ENOUGH T0 ALLOWJETTING T0 GLEAN T1E SEOMENT ROW
3 INSPECTION AND MANTENANCE: INSPECTION OF THE SYSTEM SHOULD OCCUR BIANNUALLY TO ENSURE
LARGE AMOLNTS OF SEDWENT OR DEBRIS HAVE NOT BEEN DEPOSITED N THE SEDIMENT ROW. DURNG
THE FIRST YEAR INSPECTION SHOULD OCCUR HORE FREGUENTLY DUE TO CONSTRUCTION SEDIVENT
LOMOING 10 CLEA THE SYSTE,AETAC PROCESS A EELSED O EHOVE SeomT D Do
FRONITHE SEDIVENT ROW. FOR MORE INFORWATION, REFER TO PRINSCO'S "RETENTIONIDETENTION
cleme ANoMA\NrEchE TECHNICAL NOTE.
4 AcCESS
(CONTACT 0UR LOGAL SALES REPRESENTATIVE Wit At QUESTIONS

70 THE SEDIMENT ROW.
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“ASSUNES 12 (300 ) STONE ABOVE CHAMBERSIEND CAPS, (230 ) OF STONE FOR FOUNDATION STONE, (240 me) O STONE BETWEEN
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